
After you unpack the ZIP archive, you will see two folders named 
«First» and «Second». This means that you have to start embroidering 
Christmas tree wall art machine embroidery design with the folder 
«First.

In the folder «First» there are two more folders. In them you will find the bottom part of the tree (pot with the 
trunk) in the sizes:

1: 84.5x238.3 mm (3.33x9.38 «), Stitches: 24218 
2: 91.7x258.3 mm (3.61x10.17«), Stitches: 26472

Choose the size and format that your machine reads. Transfer this file to the embroidery machine. 

The next stage is the positioning of the design on the fabric. 

Each design from Royal Present Embroidery contains an information file. You need to find it in the folder with 
the files. 

This is a .jpg file that can be opened by any photo viewer.

Please note that in folders with files specifically this design contains three information files. Since the design is 
large and could not fit on the A4 sheet, the program splits the information file into several sheets. Since these 
sheets are intended for printing.

Christmas tree wall art machine embroidery design



Open the information file. You need to make sure that in the upper left corner the scale of the design is 
100%. As you can see on this sheet design on a scale of 75%. 

This means that this information file is not suitable for printing and positioning the design on the product. 
It is necessary to find and print an information file, which consists of TWO sheets.

They are accompanied by the notation (1-1) and (2-1). Print out the files of all the parts of the design that 
you plan to embroider.

You will get 4 sheets.



Now you need to glue the printed patterns together, which consist of two sheets and cut off excess paper. 
Place the printed patterns on the fabric where you plan to make the embroidery.



Note that the printed template has a mark of the design`s center and the X and Y axes for the exact position 
of the future embroidery in the hoops. 

Mark the fabric of the center and X and Y axes with an air-erase pen or tailor chalk. 

Hoop the fabric in order to embroider the first part of the tree.

No matter what your embroidery machine is, industrial or household, these rules for combining embroidery 
are the same for both types.

Embroider the first part of the Christmas tree.
Do not forget to roll and clip the excess fabric, so that it does not fall under the embroidery needle.

After you have embroidered the first part of the design, unhooped the fabric. Remove the excess stabilizer, 
iron the product.

Put the second printed pattern on the place where you need to embroider the second part of the Christmas 
tree.



With an air-erase pen or tailor chalk, mark the center of the embroidery and the XY axis for a more precise 
hooping.

Hoop the fabric.

Вышивайте вторую часть дерева. Вы получите прекрасный результат!

Embroider the second part of the tree. You will get an excellent result! 

Note. You can use this design barrel for combination with other Christmas wreaths from our collection, and 
you will get different beautiful Christmas trees!


	Instr-eng
	Instr2-eng
	Instr3-eng
	Instr4-eng
	Instr5-eng

